
SAFETY DATA SHEET

1. Identification
Product identifier Mixed P-P's (Propane/Propylene)

Other means of identification
SDS number 308

Synonyms Blend Of Propane and Propylene, Refinery Grade Propylene
See section 16 for complete information.

Recommended use Organic synthesis. Household and industrial fuel.

Recommended restrictions None known.

Manufacturer/Importer/Supplier/Distributor information

Manufacturer/Supplier Valero Marketing & Supply  3.04&d andAffiliatesn







Explosive limit - lower (%)



Test ResultsComponents Species

Propylene (CAS 115-07-1)

LC50 Mouse
Inhalation
Acute

680 mg/l, 2 Hours

Rat 658 mg/l, 4 Hours

Skin corrosion/irritation Contact with liquefied gas might cause frostbites, in some cases with tissue damage.

Serious eye damage/eye
irritation

Direct contact with liquefied gas may cause eye damage from frostbite.

Respiratory or skin sensitization

Respiratory sensitization








